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THE FIBER CEMENT EXPERTSTHE FIBER CEMENT EXPERTS

4.3 WALLS AND CEILINGS - INSTALLATION GUIDE

MULTI-PURPOSE FIBER CEMENT PANELS

ALWAYS APPLY THE 3 FOLLOWING POINTS:
1. Panels must be dry prior to installation.

2. Leave a minimum space of 1/8” (3 mm) between panels for expansion. If a flexible adhesive sealant is used,
leave a minimum space of 1/4” (6 mm). A bond breaking tape is required to prevent the flexible sealant from
adhering under the joint. Sealing of the joints is not required.

3. Pre-drill holes that are 1/16” (1.5 mm) larger than the diameter of the screws that will be used.

Any construction should be made in accordance with Local Building Codes.

NOTE : Do not
countersink screw head
with 1/4” (6 mm) panel.

Fasteners in an asymmetric
position at the corners of panels

At corners of panels,
place fasteners in an
asymmetric position
at a minimum of 2”
from corner and
1” from the edge.
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�Walls
� Studs and fasteners must be spaced a maximum of 16” (400 mm) o.c.

in areas where the humidity is very high and 24” (600 mm) elsewhere.
� Use 1/2” (12 mm) panels for walls where the risk of impact is high.
� Locate joints on centre of studs or joists or furring strips. Leave a

minimum space of 1/8” (3 mm) between panels for expansion. If a
flexible adhesive sealant is used, leave a minimum space of 1/4” (6 mm).
A polyurethane base sealant is recommended. (see note #2 below).

� Pre-drill holes that are 1/16” (1,5 mm) larger than the diameter of the
screws that will be used. Fasteners must penetrate at least 3/4” (19 mm)
into a solid substrate (wood or metal stud).

� Avoid aligning panel joints with door or window openings in order to
prevent cracks due to shifting of the framing.

� Fasteners must be placed 3/4” (19 mm) minimum from the edges of
the panels.

� At corners of panels, place fasteners in an asymmetric position at a
minimum of 2” from corner and 1” from the edge.

�Preparation
Walls and ceilings must be flat, uniform, dry and free of dirt, dust and grease.

�Ceilings
� Joists, rafters and fasteners must be spaced a maximum of 24” (600 mm)

o.c.
� Fasten panels perpendicular to joists in order to ensure that stress is

distributed crosswise.
� Locate joints on centre of studs or joists or furring strips. Leave a

minimum space of 1/8” (3 mm) between panels for expansion. If a
flexible adhesive sealant is used, leave a minimum space of 1/4” (6 mm).
A polyurethane base sealant is recommended. (see note #2 below).

� Pre-drill holes that are 1/16” (1,5 mm) larger than the diameter of the
screws that will be used. Fasteners must penetrate at least 3/4” (19 mm)
into a solid substrate (wood or metal stud).

� Fasteners must be placed 3/4” (19 mm) minimum from the edges of
the panels.

� At corners of panels, place fasteners in an asymmetric position at a
minimum of 2” from corner and 1” from the edge.


